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CONTRACT No. 83938

FULL DEPTH SAW CUT
PRIOR TO REMOVAL — 19" ~- DEPRESSED CURB
(INCIDENTAL) \

1

GENERAL NOTES

__%"PER
FOOT SLOPE ™

6" CONCRETE WEDGE )
4 (1. THE CONTRACTOR SHALL SAW CUT ALL PCC SIDEWALKS WHERE PARTIAL REMOVAL 1S SHOWN (INCLUDED IN ]

, NTRACT). !

! %"0 x 18" EPOXY COATED co al !
4 SMOOTH DOWEL BARS
(COST IS INCIDENTAL)

2. THE CONTRACTOR SHALL SAW CUT ALL BUTT JOINTS TO ADJOINING PAVEMENTS NOT MORE THAN 24 HOURS PRIOR TO
PLACING SURFACE COURSE.

gn

2" MINIMUM STONE CUSHION,
_|-— GRADATION CA-6
(COST IS INCIDENTAL)

3. THE CONTRACTOR SHALL SAW CUT THE PAVEMENT FULL DEPTH SIX INCHES (6") IN FRONT OF ALL CURB & GUTTER TO
BE REMOVED PRIOR TO REMOVAL. NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

i 4. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO TAKE PRECAUTIONS SO AS NOT TO DAMAGE PARKWAYS AND CURB
. OUTSIDE THE PRESCRIBED LIMITS OF RESTORATION. NO PARKWAY OR CURB RESTORATION IS INCLUDED FOR PAYMENT
i EXCEPT AS NECESSARY FOR REPLACEMENT, OR AS DIRECTED BY ENGINEER.

5. STOCKPILING OF MATERIALS ON THE PARKWAYS OR CURB WILL NOT BE ALLOWED, INCLUDING EXCAVATED MATERIAL
OR TRENCH BACKFILL MATERIAL. THE CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING ANY DAMAGE TO THE
PARKWAY OR SOD OUTSIDE OF THE PRESCRIBED LIMITS TO THE SATISFACTION OF THE ENGINEER AND THE VILLAGE AT
HIS OWN EXPENSE.

1. PROVIDE 2 ¥;"@ EPOXY COATED SMOOTH BARS WITH PLASTIC EXPANSION CAPS AT EACH
EXPANSION JOINT WHICH SHALL BE LOCATED ON EACH SIDE OF EXISTING DRAINAGE
STRUCTURES, AT PCS AND WHERE DIRECTED BY ENGINEER.

2. CONTRACTION JOINTS SHALL BE PLACED AT EQUAL SPACES (EVERY FIFTEEN FEET) IN THE UPPER
% OF CURB AND GUTTERS WITHIN 24 HOURS OF PLACEMENT,

3. 6" CONCRETE WEDGE TO BE POURED IN THE SPACE BETWEEN THE NEW CURB AND THE EXISTING
PAVEMENT, AFTER THE CURB HAS REACHED ITS INITIAL SET.

4. THE NEW CURB AND GUTTER SHALL BE BACKFILLED FOR THE FULL-DEPTH OF THE CURB WITH
CA-7 OR OTHER STONE APPROVED BY ENGINEER.

5. THE COST OF THE ABOVE SHALL BE CONSIDERED INCIDENTAL TO THE COMBINATION CONCRETE
CURB AND GUTTER ITEM.

COMBINATION CONCRETE CURB & GUTTER o567 i~
- CURB AND GUTTER —
TYPE B-6.12 (MODIFIED)
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4" CONCRETE

‘
REBAR STUDS -~ STEEL FRAME‘ GRATE — 4"
|
C I ) o

6" PCC

' EXCAVATE TREE GRATE AREA TO DEPTH OF 24" AND
BACKFILL WITH TOPSOIL FOR PLANTING

Feb 20, 2008 — 4:31pm

FRAME TO BE:

1. EAST JORDAN NUMBER: 8677 & 8678 AND FRAME COMBINATION
2. NEENAH R-8939 AND FRAME

3. OREQUAL

— Lake St Streetscope)\Roadway Details.dwg

CAST IRON TREE GRATES
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